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ADMIXTURES FOR PORTLAND CEMENT CONCRETE

MFR.’S RECOMMENDED
PRODUCT DOSAGE RANGE
SOURCE mL/45.36 kg of Cement
CODE PRODUCT (0z/100 Ibs. of Cement) SOURCE
(A) WATER REDUCING - SET RETARDING ADMIXTURES
5802 *Edecon R 1-L18 178-296 (6-10) Concrete Controls, Inc.
200 Industrial Avenue
New Orleans, LA 70121
58AK Eucon Retarder 100 74-148 (2.5-5.0) Euclid Chemical Company
58CO Redux R 89-148 (3-5) 19218 Redwood Road
58CP *Eucon LR 148-237 (5-8) Cleveland, OH 44110
58CQ *Eucon NR 89-148 (3-5)
5806 Daratard 17 59-118 (2-4) W. R. Grace & Company
58AF WRDA-35 148-237 (5-8) 62 Whittemore Avenue
58BW WRDA-64 118-177 (4-6) Cambridge, MA 02140
5809 *WRDA-79 148-237 (5-8)
5810 *WRDA-82 148-207 (5-7)
5808 WRDA with Hycol 89-177 (3-6)
58DJ Recover 89-296 (3-10)
5811 *HPS-R (liquid) 177-237 (6-8) Hunt Process Corporation
P. O. Box 688
Ridgeland, MS 39158
58CL FLOWMIX 177-237 (6-8) International Materials Industries, LLC
2131 Peters Road
Harvey, LA 70058
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MFR."S RECOMMENDED

PRODUCT DOSAGE RANGE
SOURCE mL/45.36 kg of Cement
CODE PRODUCT (0z/100 Ibs. of Cement) SOURCE
(A) WATER REDUCING - SET RETARDING ADMIXTURES (continued)
5812 Pozzolith 100 XR 59-118 (2-4) Master Builders
58BS Pozzolith 200-N 30-89 (1-3) 23700 Chagrin Boulevard
5884 Pozzolith 220 N 89-178 (3-6) Cleveland, OH 44122
5813 Pozzolith 300 R 89-148 (3-5)
5816 MBL-80 148-237 (5-8)
58AC Masterpave-RI 59-89 (2-3)
5879 Masterpave-N 89-148 (3-5)
58CI Pozzolith 322N 89-207 (3-7)
5820 Protard 59-148 (2-5) Protex Industries, Inc.
5821 *PDA 25 148-237 (5-8) 1331 W. Evans Avenue
5822 *PDA 25R 118-237 (4-8) Denver, CO 80223
5823 Plastiment 100 59-118 (2-4) Sika Chemical Corporation
5824 *Plastocrete 161R 89-148 (3-5) P. O. Box 297
Lyndhurst. NJ 07071
(B) WATER REDUCING - NORMAL SET ADMIXTURES
5826 *Edecon RI-L18 89-118 (3-4) Concrete Controls, Inc.
5827 *Eucon WR 89-118 (3-4) Euclid Chemical Company
58AL Eucon WR-91 59-178 (2-6)
58DB Redux N 89-178 (3-6)
58CR *Eucon LR 89-148 (3-5)
58CS *Eucon LW 89-148 (3-5)
58CT *Eucon NW 590-118 (2-4)
58CU Eucon X-15 89-296 (3-10)
58AE WRDA-35 59-118 (2-4) W. R. Grace & Company
58BT WRDA-64 59-118 (2-4)
5832 *WRDA-79 118-237 (4-8)
5833 *WRDA-82 89-133 (3-4.5)
5835 WRDA with Hycol 59-118 (2-4)
58AD Daracem-55 118-266 (4-9)
5834 *Daratard 40 118-237 (4-8)
58BC Daracem-65 89-355 (3-12)
58DD ADVA 140 118-237 (4-8)
58DF MIRA 92 89-237 (3-8)
58DK Recover 30-74 (2-2.5)
5836 *HPS-R (liquid) 118-178 (4-6) Hunt Process Corporation

(B) WATER REDUCING - NORMAL SET ADMIXTURES (continued)
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MFR."S RECOMMENDED

PRODUCT DOSAGE RANGE

SOURCE mL/45.36 kg of Cement

CODE PRODUCT (0z/100 Ibs. of Cement) SOURCE

58CM IMIX-N 118-237 (4-8) International Materials Industries, LLC

5837 *MBL-80 89-148 (3-5) Master Builders

5873 Masterpave 118-178 (4-6)

5874 Masterpave-N 59-118 (2-4)

5875 Pozz 220-N 59-148 (2-5)

5838 Pozzolith 300N 89-148 (3-5)

58AG Polyheed 997 89-355 (3-12)

58BK Polyheed FC 100 237-887 (8-30)

58CJ PolyHeed 900 89-148 (3-5)

58CK PolyHeed 1025 89-207 (3-7)

5842 *PDA 25 118-178 (4-6) Protex Industries, Inc.

5843 *PDA 25XL 118-237 (4-8)

5844 *Plastocrete 161 89-148 (3-5) Sika Chemical Corporation

(C) AIR ENTRAINING ADMIXTURES

5846 Edecon NVR+(WR4) 15-59 (0.5-2) Concrete Controls, Inc.
(Extra Strength)

5847 Air-Mix 15-22 (0.5-1.5) Euclid Chemical Company

58AZ Air-Mix 200 22-59 (0.75-2)

58AQ AEA-92 22-44 (0.75-1.5)

58DC Airen V 15-44 (0.5-1.5)

58CV Eucon NVR 22-59 (0.75-2)

58CW Eucon Air 31 22-44 (0.75-1.5)

5849 Darex AEA 22-89 (0.75-3) W. R. Grace & Company

5850 Daravair M 22-89 (0.75-3)

58AR Daravair 1000 22-89 (0.75-3)

58BM Darex Il AEA 15-148 (0.5-5)

58BE Air-In 15-22 (0.5-0.75) Hunt Process Corporation

58BD Air-In-XT 15-22 (0.5-0.75)
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MFR."S RECOMMENDED

PRODUCT DOSAGE RANGE
SOURCE mL/45.36 kg of Cement
CODE PRODUCT (0z/100 Ibs. of Cement) SOURCE
(C) AIR ENTRAINING ADMIXTURES (continued)
5852 MB VR (Standard) 7-118 (0.25-4) Master Builders
58Al MB AE 90 7-118 (0.25-4)
5854 Micro-Air 4-118 (0.13-4)
5876 Pave Air 7-118 (0.25-4)
58AH Pave Air 90 7-118 (0.25-4)
5857 Protex AES (Double Strength) 15-30 (0.5-1) Protex Industries, Inc.
5858 Pro-Air (Concentrate) 15-30 (0.5-1)
5859 Sika AER 104 15-47 (0.5-1.6) Sika Chemical Corporation

(D) SET ACCELERATING ADMIXTURES (CHLORIDE TYPE)

The following set accelerating admixtures contain chlorides and should only be used whenever a chloride containing

admixture is allowed by the specifications.

5861 Daraccel 237-1183 (8-40) W. R. Grace & Company
5862 Pozzolilth 122HE 473-1893 (16-64) Master Builders

(E) SET ACCELERATING ADMIXTURES (NON-CHLORIDE TYPE)
58CX Eucon AcN200 296-2366 (10-80) Euclid Chemical Company
5885 Daraset 444-3845 (15-130) W. R. Grace & Company
58BB Polarset 237-1774 (8-60)
58BL Pozzolith NC 534 296-1331 (10-45) Master Builders

(F) HIGH RANGE WATER REDUCING ADMIXTURES (SUPERPLASTICIZERS)

The following high range water reducing admixtures are allowed in limited applications and should only be used when

allowed by the specifications.

58BF Edecon Chemwet FP 118-591 (4-20) Concrete Controls, Inc.
58BA Eucon 37 355-473 (12-16) Euclid Chemical Company
58CY Plastol 177-444 (6-15)

58CZ Eucon SP 177-591 (6-20)

58DA Eucon SP150 403-604 (13.6-20.4)
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MFR."S RECOMMENDED

PRODUCT DOSAGE RANGE
SOURCE mL/45.36 kg of Cement
CODE PRODUCT (0z/100 Ibs. of Cement) SOURCE
(F) HIGH RANGE WATER REDUCING ADMIXTURES (SUPERPLASTICIZERS) (continued)
58BH Daracem ML 330 177-739 (6-25) W. R. Grace & Company
58BI Daracem 19 177-591 (6-20)
5867 Daracem 100 148-591 (5-20)
58BG Adva Flow 89-296 (3-10)
58CN ADVA 170 89-296 (3-10)
58DE ADVA 140 237-591 (8-20)
58DG MIRA 92 237-591 (8-20)
5868 HPS-HRWR-SP 237-739 (8-25) Hunt Process Corporation
58BP Rheobuild 1000 296-739 (10-25) Master Builders
58CH Glenium 3000 NS 118-355 (4-12)
5869 PSP-N2 296-887 (10-30) Protex Industries, Inc.
5870 Sikament 355-1065 (12-36) Sika Chemical Corporation
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REFERENCE:

1992 DOTD Standard Specifications, Subsection 1011.02 (Metric/English)
DOTD Special Provisions:  Partial Depth Pavement Patching
Full Depth Pavement Patching
Patching Continuously Reinforced Concrete Pavement

NOTE 1:
Refer to the manufacturer’s instructions regarding agitation prior to use.
NOTE 2:

The column headed “Manufacturer's Recommended Dosage Range” lists the admixture dosage rate range as recommended
by the manufacturer per 100 pounds of cement. The dosage rates used may vary within this range depending on factors such
as the degree of retardation required, desired air content, temperature and humidity conditions at the jobsite, and cement brand
and type. Should the dosage range for any admixture not yield desirable properties of the concrete, the dosage of admixture
used shall be in accordance with the manufacturer’s recommendations or based on test results obtained by the Materials
Laboratory on concrete mixes containing project materials.

*NOTE 3:

When used with a compatible air entraining admixture (from the same source), the dosage range listed for the air entraining
admixture may be reduced to achieve the desired air content.

NOTE 4:
All material, regardless of prior approval, shall be sampled in accordance with the Materials Sampling Manual and tested for
conformance to the original specification. Any deviation in composition or performance from the original sample submitted may

result in removal of the product from the qualified list. (Submit sample as least 10 days prior to use.)

No information contained in this list is to be used for promotional purposes.
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